
INSTALL IT. TRUST IT.

ArmaFix AF
The cutting-edge pipe support

Reliable prevention of thermal bridges//
Environmentally-friendly, lightweight PET load bearing 
segments

//

Fast installation thanks to self-adhesive closure//
Extended warranty with ArmaFlex//
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TECHNICAL DATA - ARMAFIX AF

Brief description Pipe and duct support for refrigeration and air-conditioning installations to prevent condensation at fixing points. Thermally non-
interacting single piece, with 2 ArmaForm PET foam sections and with self-adhesive closure. All dimensions are matching the AF/
ArmaFlex and AF/ArmaFlex Evo range.

Material type PET- foam bearing segments, embedded in and glued to AF/ArmaFlex elastomeric foam material. Outside bearing shells made of painted 
aluminium sheeting 0.8 mm thick, which simultaneously serves as a vapour barrier for the PET bearing segments.

Product colour range Black grey

Special features Traces of silicone can be found on the protection paper / foil used to protect self-adhesive closures.

Applications When used in installations with intermittent temperatures, thermal length extensions may cause inherent pressure in the installation; 
this needs to be considered in the overall insulation construction.

Property Value / Assessment Standard / Test 
method

Temperature range

Service temperature Range Min. °C1 Max. °C

Full range -50 110

EN 14706, EN 14707, EN 
14304

Thermal conductivity

Remarks Same as AF/ArmaFlex. 
Same as AF/ArmaFlex Evo.

EN ISO 13787, EN 12667, 
EN ISO 8497

Fire Performance and Approvals

Reaction to fire Euroclass: E (L) 
Entire System with AF/ArmaFlex: B / B(L)-s3, d0 
Entire System with AF/ArmaFlex Evo: B / B(L)-s2, d0

EN 13501-1, EN 13823, 
EN ISO 11925-2

Surface flammability2 low-flammable - 2010 FTP-Code (MED 96/98/EC, Module D) IMO 2010 FTP Code, Part 
5

Fire performance

Practical fire behaviour Self extinguishing, does not drip, does not spread flames.

Resistance to water vapour

Water vapour diffusion 
resistance factor

Same as AF/ArmaFlex 
Same as AF/ArmaFlex Evo

EN 12086, EN 13469

Physical attributes

Density 95 - 105 kg/m³ (pipe bearing segments)

Acoustic performance

Reduction of structure-borne 
sound transmission

in combination with AF/ArmaFlex ≤ 28 dB(A) EN ISO 3822-1

Health and environment

Additional features MCCP-free

Other technical features

Shelf life 3 years

Storage Can be stored in dry, clean rooms at normal relative humidity (50% to 70%) and ambient temperature (0 °C – 35 
°C).

1 For temperatures below -50 °C please contact our Customer Service Center to request for the corresponding technical information.
2 According to IMO 2010 FTP Code annex 2, clause 2.2 a fire technical test for smoke density and toxicity is not necessary.
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Pipe support – combi pack. Pipe support and suitable clamp designed for use with AF/ArmaFlex.

AF-2 (insulation thickness: 9.5mm - 16.0mm) AF-4 (AF-3)* (insulation thickness 15.5 mm - 22.5 mm)

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item EAN Content 
[quantity]

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item EAN Content 
[quantity]

10 12 2,00 FX-2-10/12K 76122072772
41

32 piece 10 12 2,00 FX-4(3)-10/1
2K

76122072773
71

26 piece

15 18 2,00 FX-2-15/18K 76122072772
58

24 piece 15 18 2,00 FX-4(3)-15/1
8K

76122072773
88

24 piece

22 25 2,75 FX-2-22/25K 76122072772
65

24 piece 22 25 2,75 FX-4(3)-22/2
5K

76122072773
95

12 piece

28 30 3,00 FX-2-28/30K 76122072772
72

16 piece 28 30 3,00 FX-4(3)-28/3
0K

76122072774
01

12 piece

35 38 3,50 FX-2-35/38K 76122072772
89

12 piece 35 38 3,50 FX-4(3)-35/3
8K

76122072774
18

12 piece

42 45 3,75 FX-2-42/45K 76122072772
96

12 piece 42 45 3,75 FX-4(3)-42/4
5K

76122072774
25

12 piece

48 4,25 FX-2-48K 76122072773
02

12 piece 48 4,25 FX-4(3)-48K 76122072774
32

12 piece

54 57 4,25 FX-2-54/57K 76122072773
19

12 piece 54 57 4,25 FX-4(3)-54/5
7K

76122072774
49

16 piece

60 64 4,75 FX-2-60/64K 76122072773
26

10 piece 60 64 4,75 FX-4(3)-60/6
4K

76122072774
56

12 piece

70 4,75 FX-2-70K 76122072773
33

16 piece 70 4,75 FX-4(3)-70K 76122072774
63

12 piece

76 80 5,50 FX-2-76/80K 76122072773
40

12 piece 76 80 5,50 FX-4(3)-76/8
0K

76122072774
70

18 piece

89 6,00 FX-2-89K 76122072773
57

8 piece 89 6,00 FX-4(3)-89K 76122072775
93

14 piece

Other information

Regulation Maximum permissible distance according to DIN 1988.

Remarks Pipe supports for plastic and stainless-steel pipes available on request. 
*Suitable for application with tubes of insulation thickness AF-3 and AF-4.

Pipe support – combi pack. Pipe support and suitable clamp designed for use with AF/ArmaFlex.

AF-6 (insulation thickness: 32.0mm - 45.0mm)

Pipe Ø [mm] Also fits pipe OD [mm] Maximum permissible 
distance [m]

Item EAN Content [quantity]

15 18 2,00 FX-6-15/18K 7612207277487 20 piece

22 25 2,75 FX-6-22/25K 7612207277494 18 piece

28 30 3,00 FX-6-28/30K 7612207277500 12 piece

35 38 3,50 FX-6-35/38K 7612207277517 12 piece

42 45 3,75 FX-6-42/45K 7612207277524 12 piece

48 4,25 FX-6-48K 7612207277531 12 piece

54 57 4,25 FX-6-54/57K 7612207277548 8 piece

60 64 4,75 FX-6-60/64K 7612207277555 10 piece

70 4,75 FX-6-70K 7612207277562 9 piece

76 80 5,50 FX-6-76/80K 7612207277579 6 piece

89 6,00 FX-6-89K 7612207277586 4 piece

Other information

Regulation Maximum permissible distance according to DIN 1988.

Remarks Pipe supports for plastic and stainless-steel pipes available on request. 
*Suitable for application with tubes of insulation thickness AF-3 and AF-4.
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Pipe support – donut type

AF-2 (insulation thickness: 9.5mm - 16.0mm) Related pipe clamp

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item Outer diameter 
range [mm]

Length [mm] EAN Content 
[quantity]

Item Content 
[quantity]

10 12 2,00 FX-2-10/12 34 - 36 45 7612207265415 32 piece - -

15 18 2,00 FX-2-15/18 40 - 43 45 7612207265422 32 piece PCX 033/037 25 piece

22 25 2,75 FX-2-22/25 47 - 50 45 7612207265439 32 piece PCX 042/046 25 piece

28 30 3,00 FX-2-28/30 53 - 56 45 7612207265446 32 piece PCX 047/052 25 piece

35 38 3,50 FX-2-35/38 61 - 65 50 7612207265453 28 piece PCX 054/058 25 piece

42 45 3,75 FX-2-42/45 69 - 72 50 7612207265460 28 piece PCX 063/068 25 piece

48 4,25 FX-2-48 76 55 7612207265477 28 piece PCX 068/073 10 piece

54 57 4,25 FX-2-54/57 82 - 85 55 7612207265484 28 piece PCX 072/080 10 piece

60 64 4,75 FX-2-60/64 89 - 92 65 7612207265491 24 piece PCX 082/085 10 piece

70 4,75 FX-2-70 98 65 7612207265507 24 piece PCX 092/099 10 piece

76 80 5,50 FX-2-76/80 105 - 109 75 7612207265514 20 piece PCX 099/103 10 piece

89 6,00 FX-2-89 118 95 7612207265521 16 piece PCX 112/118 10 piece

102 108 6,00 FX-2-102/108 134 - 141 95 7612207265538 16 piece PCX 133/137 10 piece

110 114 6,00 FX-2-110/114 140 - 144 115 7612207265545 12 piece PCX 137/142 10 piece

125 6,00 FX-2-125 158 115 7612207265552 12 piece PCX 145/152 10 piece

133 140 6,00 FX-2-133/140 165 - 172 115 7612207265569 12 piece PCX 159/164 10 piece

160 6,00 FX-2-160 193 115 7612207265576 9 piece PCX 190 10 piece

165 168 6,00 FX-2-165/168 198 - 201 125 7612207265583 9 piece PCX 199 10 piece

Other information

Regulation Maximum permissible distance according to DIN 1988.

Remarks Pipe supports for plastic and stainless-steel pipes available on request. 
Outer diameter is the same as installation diameter. 
*Suitable for application with tubes of insulation thickness AF-3 and AF-4.

Pipe support – donut type

AF-4 (AF-3)* (insulation thickness 15.5 mm - 22.5 mm) Related pipe clamp

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item Outer diameter 
range [mm]

Length [mm] EAN Content 
[quantity]

Item Content 
[quantity]

10 12 2,00 FX-4(3)-10/12 46 - 48 55 7612207265590 28 piece PCX 042/046 25 piece

15 18 2,00 FX-4(3)-15/18 52 - 55 55 7612207265606 28 piece PCX 042/046 25 piece

22 25 2,75 FX-4(3)-22/25 60 - 64 55 7612207265613 28 piece PCX 054/058 25 piece

28 30 3,00 FX-4(3)-28/30 66 - 70 55 7612207265620 28 piece PCX 063/068 25 piece

35 38 3,50 FX-4(3)-35/38 74 - 79 65 7612207265637 24 piece PCX 068/073 10 piece

42 45 3,75 FX-4(3)-42/45 85 - 88 65 7612207265644 24 piece PCX 072/080 10 piece

48 4,25 FX-4(3)-48 91 65 7612207265651 24 piece PCX 082/085 10 piece

54 57 4,25 FX-4(3)-54/57 98 - 101 65 7612207265668 24 piece PCX 088/092 10 piece

60 64 4,75 FX-4(3)-60/64 105 - 109 75 7612207265675 20 piece PCX 099/103 10 piece

70 4,75 FX-4(3)-70 116 75 7612207265682 20 piece PCX 108/112 10 piece

76 80 5,50 FX-4(3)-76/80 122 - 127 85 7612207265699 16 piece PCX 112/118 10 piece

89 6,00 FX-4(3)-89 136 100 7612207265705 12 piece PCX 133/137 10 piece

102 108 6,00 FX-4(3)-102/108 149 - 156 100 7612207265712 12 piece PCX 137/142 10 piece
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Pipe support – donut type

AF-4 (AF-3)* (insulation thickness 15.5 mm - 22.5 mm) Related pipe clamp

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item Outer diameter 
range [mm]

Length [mm] EAN Content 
[quantity]

Item Content 
[quantity]

110 114 6,00 FX-4(3)-110/114 158 - 162 100 7612207265729 12 piece PCX 145/152 10 piece

125 6,00 FX-4(3)-125 173 115 7612207265736 12 piece PCX 168/173 10 piece

133 140 6,00 FX-4(3)-133/140 183 - 189 115 7612207265743 12 piece PCX 190 10 piece

160 6,00 FX-4(3)-160 210 115 7612207265750 6 piece PCX 206 10 piece

165 168 6,00 FX-4(3)-165/168 216 - 219 125 7612207265767 6 piece PCX 222 10 piece

180 6,00 FX-4(3)-180 231 150 7612207279849 3 piece - -

204 6,00 FX-4(3)-204 255 170 7612207265774 4 piece - -

216 219 6,00 FX-4(3)-216/219 267 - 270 170 7612207265781 4 piece - -

225 6,00 FX-4(3)-225 256 170 7612207339895 4 piece - -

254 6,00 FX-4(3)-254 305 170 7612207265798 3 piece - -

267 273 6,00 FX-4(3)-267/273 318 - 324 170 7612207265804 3 piece - -

280 6,00 FX-4(3)-280 331 170 7612207309904 4 piece - -

306 6,00 FX-4(3)-306 357 215 7612207265811 1 piece - -

324 4,50 FX-4(3)-324 375 215 7612207265828 1 piece - -

356 4,20 FX-4(3)-356 407 215 7612207265835 6 piece - -

406 4,20 FX-4(3)-406 457 215 7612207265842 6 piece - -

457 3,70 FX-4(3)-457 508 215 7612207265859 4 piece - -

508 3,40 FX-4(3)-508 559 215 7612207265866 4 piece - -

610 2,90 FX-4(3)-610 661 215 7612207265873 2 piece - -

Other information

Regulation Maximum permissible distance according to DIN 1988.

Remarks Pipe supports for plastic and stainless-steel pipes available on request. 
Outer diameter is the same as installation diameter. 
*Suitable for application with tubes of insulation thickness AF-3 and AF-4.

Pipe support – donut type

AF-6 (insulation thickness: 32.0mm - 45.0mm) Related pipe clamp

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item Outer diameter 
range [mm]

Length [mm] EAN Content 
[quantity]

Item Content 
[quantity]

10 12 2,00 FX-6-10/12 68 - 71 75 7612207390254 20 piece PCX 063/068 25 piece

15 18 2,00 FX-6-15/18 74 - 77 75 7612207265880 20 piece PCX 068/073 10 piece

22 25 2,75 FX-6-22/25 80 - 84 75 7612207265897 20 piece PCX 072/080 10 piece

28 30 3,00 FX-6-28/30 91 - 95 75 7612207265903 20 piece PCX 082/085 10 piece

35 38 3,50 FX-6-35/38 104 - 109 85 7612207265910 16 piece PCX 099/103 10 piece

42 45 3,75 FX-6-42/45 113 - 116 85 7612207265927 16 piece PCX 099/103 10 piece

48 4,25 FX-6-48 119 85 7612207265934 16 piece PCX 112/118 10 piece

54 57 4,25 FX-6-54/57 126 - 129 85 7612207265941 16 piece PCX 112/118 10 piece

60 64 4,75 FX-6-60/64 134 - 137 100 7612207265958 12 piece PCX 133/137 10 piece

70 4,75 FX-6-70 144 100 7612207265965 12 piece PCX 137/142 10 piece

76 80 5,50 FX-6-76/80 152 - 156 115 7612207265972 12 piece PCX 137/142 10 piece

89 6,00 FX-6-89 167 125 7612207265989 12 piece PCX 159/164 10 piece
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Pipe support – donut type

AF-6 (insulation thickness: 32.0mm - 45.0mm) Related pipe clamp

Pipe Ø [mm] Also fits pipe 
OD [mm]

Maximum 
permissible 
distance [m]

Item Outer diameter 
range [mm]

Length [mm] EAN Content 
[quantity]

Item Content 
[quantity]

102 108 6,00 FX-6-102/108 179 - 188 125 7612207265996 12 piece PCX 190 10 piece

110 114 6,00 FX-6-110/114 188 - 196 145 7612207266009 12 piece PCX 199 10 piece

125 6,00 FX-6-125 207 145 7612207266016 12 piece PCX 206 10 piece

133 140 6,00 FX-6-133/140 219 - 225 145 7612207266023 8 piece PCX 231 10 piece

160 6,00 FX-6-160 248 145 7612207266030 6 piece PCX 249 10 piece

165 168 6,00 FX-6-165/168 254 - 257 165 7612207266047 5 piece PCX 259 10 piece

204 6,00 FX-6-204 305 215 7612207266054 3 piece - -

216 219 6,00 FX-6-216/219 317 - 320 215 7612207266061 1 piece - -

254 6,00 FX-6-254 355 215 7612207266078 1 piece - -

267 273 6,00 FX-6-267/273 368 - 374 215 7612207266085 1 piece - -

306 6,00 FX-6-306 407 215 7612207266092 6 piece - -

324 4,50 FX-6-324 425 215 7612207266108 6 piece - -

356 4,20 FX-6-356 457 215 7612207266115 6 piece - -

406 4,20 FX-6-406 507 215 7612207266122 2 piece - -

457 3,70 FX-6-457 558 215 7612207266139 2 piece - -

508 3,40 FX-6-508 609 215 7612207266146 2 piece - -

610 2,90 FX-6-610 711 215 7612207266153 2 piece - -

711 2,60 FX-6-711 812 215 7612207478242 2 piece - -

Other information

Regulation Maximum permissible distance according to DIN 1988.

Remarks Pipe supports for plastic and stainless-steel pipes available on request. 
Outer diameter is the same as installation diameter. 
*Suitable for application with tubes of insulation thickness AF-3 and AF-4.

Duct support

Item Insulation thickness [mm] Width [mm] Length [m] EAN Content [quantity]

AS-13MM 13 100 2 7612207470154 7 piece

AS-19MM 19 100 2 7612207335873 5 piece

AS-25MM 25 100 2 7612207323818 4 piece

AS-32MM 32 100 2 7612207337839 3 piece

AS-50MM 50 100 2 7612207337846 2 piece
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