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ARMACOMFORT®  RAIL

INSTALL IT. TRAVEL SAFELY

• Excellent at reducing airbone sound
• Excellent fire performance
• Halogen free, lead free, fiber free and bitumen

free



Technical Data - ArmaComfort Rail

Brief description High performance mass loaded sound barrier for a quieter environment in train

Material type EVA / EPM with or without Aluminium covering

Colour ArmaComfort® Reflamex has a pearly white color. ArmaComfort® Rail is black. ArmaComfort® Rail  Alu has a natural aluminium color.

Material Special
Information

The material is free of lead,  bitumen halogen and phosphate

Applications Flexible sheet to reduce airborne sound transmission.
The substrate must be cleaned , the dust must be removed and the substrate must be dry during application.
ArmaComfort® Rail  and ArmaComfort® Reflamex can be easily coupled with foams such as melamine or mineral fiber.

;
;

Property Value/Assessment Test*1 Super-
vision*2

Special Remark

Temperature Range
Temperature Range1 max. service temperature +80 °C Tested acc. to

EN 14706,
EN 14707min. service temperature -20 °C

Fire performance
Reaction to fire ArmaComfort® Reflamex:   2- 5 mm HL1,2,3 acc. R1 ○ Declared acc. to

EN 45545-2ArmaComfort ®  Rail Alu:    2- 5 mm HL1,2,3 acc. R1
ArmaComfort ®  Rail Alu self-adh. :  2- 5 mm HL 1,2,3 acc R10
ArmaComfort ®  Rail :           2 mm HL 1,2,3 acc R10

Acoustic Performance
Calculated
broadband insertion
loss

mm 2 mm 5 mm EU 7083
EU 7093
EU 7092

Tested acc. to EN
ISO 10140ArmaComfort ®  Rail;

ArmaComfort ®  Rail
Alu

Rw (dB) 25 (-1; -3) 34 (-1; -4)

ArmaComfort® 
Reflamex

Rw (dB) 27 (-1; -3) 34 (-1; -3)

Other technical features
Density ≥ 2050 kg / m3

Dimensions and
tolerances

Tolerance
2 mm   1,85- 2.1
3 mm   2,85-3,1
4 mm   3,95- 4,1
5 mm   4,85-5,1

Tested according to
EN 822, EN 823, EN
13467

1.  For temperatures below -20 °C please contact our Customer Service Center to request for the corresponding technical information.

*1  Further documents such as test certificates, approvals and the like can be requested using the registration number given.

*2  ●: Official supervision by independent institutes and /or test authorities
 ○: Own in-factory quality monitoring

2 2022 © Armacell Enterprise GmbH & Co. KG – Pricelist applies to Masterdata Prices valid from 20.02.2020, substituting all previous prices. Subject to alterations without
prior notice. Our general conditions of sales & delivery shall apply. 



ArmaComfort Rail sheets
Width 1,0 m

Sheets
insulation thickness

Code Article
description

Length [m] Thickness [mm] weight/m² m²/sheet m²/pallet €/m²

AO-BAR-GR-02 ArmaComfort
Reflamex

2.2. 2. 4. 2.2. 275. xxx

AO-BAR-GR-03 ArmaComfort
Reflamex

2.2. 3. 6. 2.2. 187. xxx

AO-BAR-GR-04 ArmaComfort
Reflamex

2.2. 4. 8. 2.2. 143. xxx

AO-BAR-GR-05 ArmaComfort
Reflamex

2.2. 5. 10. 2.2. 110. xxx

AO-BAR-RAL02 ArmaComfort
Rail Alu

2.2. 2. 4. 2.2. 275. xxx

AO-BAR-RAL03 ArmaComfort
Rail Alu

2.2. 3. 6. 2.2. 187. xxx

AO-BAR-RAL04 ArmaComfort
Rail Alu

2.2. 4. 8. 2.2. 143. xxx

AO-BAR-RAL05 ArmaComfort
Rail Alu

2.2. 5. 10. 2.2. 110. xxx

AO-BAR-RS-02 ArmaComfort
Rail Standard

2.2. 2. 4. 2,2 275. xxx

Remark Other size or weight can be produced on request

ArmaComfort Rail sheets
Width 1,0 m

Sheets
insulation thickness

Code Article
description

Length [m] Thickness [mm] weight/m² m²/sheet m²/pallet €/m²

AO-BAR-GR-02 ArmaComfort
Reflamex

2.2. 2. 4. 2.2. 275. xxx

AO-BAR-GR-03 ArmaComfort
Reflamex

2.2. 3. 6. 2.2. 187. xxx

AO-BAR-GR-04 ArmaComfort
Reflamex

2.2. 4. 8. 2.2. 143. xxx

AO-BAR-GR-05 ArmaComfort
Reflamex

2.2. 5. 10. 2.2. 110. xxx

AO-BAR-RAL02 ArmaComfort
Rail Alu

2.2. 2. 4. 2.2. 275. xxx

AO-BAR-RAL03 ArmaComfort
Rail Alu

2.2. 3. 6. 2.2. 187. xxx

AO-BAR-RAL04 ArmaComfort
Rail Alu

2.2. 4. 8. 2.2. 143. xxx

AO-BAR-RAL05 ArmaComfort
Rail Alu

2.2. 5. 10. 2.2. 110. xxx

AO-BAR-RS-02 ArmaComfort
Rail Standard

2.2. 2. 4. 2,2 275. xxx

Remark Other size or weight can be produced on request

ArmaComfort Rail sheets self-adhesive
Width 1,0 m

Sheets self-adhesive
insulation thickness

Code Article
description

Length [m] Thickness [mm] weight/m² m²/sheet m²/pallet €/m²

A0-BAR-RAL02-A ArmaComfort
Rail Alu self

adhesive

2.2. 2. 4. 2.2. 275. xxx

AO-BAR-RAL03-A ArmaComfort
Rail Alu self

adhesive

2.2. 3. 6. 2.2. 187. xxx

AO-BAR-RAL04-A ArmaComfort
Rail Alu self

adhesive

2.2. 4. 8. 2.2. 143. xxx

AO-BAR-RAL05-A ArmaComfort
Rail Alu self

adhesive

2.2. 5. 10. 2.2. 110. xxx

Remark Other size or weight can be produced on request

ArmaComfort Rail sheets self-adhesive
Width 1,0 m

Sheets self-adhesive
insulation thickness

Code Article
description

Length [m] Thickness [mm] weight/m² m²/sheet m²/pallet €/m²

A0-BAR-RAL02-A ArmaComfort
Rail Alu self

adhesive

2.2. 2. 4. 2.2. 275. xxx

AO-BAR-RAL03-A ArmaComfort
Rail Alu self

adhesive

2.2. 3. 6. 2.2. 187. xxx

AO-BAR-RAL04-A ArmaComfort
Rail Alu self

adhesive

2.2. 4. 8. 2.2. 143. xxx

AO-BAR-RAL05-A ArmaComfort
Rail Alu self

adhesive

2.2. 5. 10. 2.2. 110. xxx

Remark Other size or weight can be produced on request
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