ArmaFlex SF Cleaner

SOLVENT FREE CLEANER FOR

SURFACE PREPARATION OF
ARMAFLEX INSTALLATIONS

e Meets the higher requirements of green building

schemes

e Prepares surfaces for good adhesion of
Armaflex products

e Can be applied sparingly and precisely thanks to
the practical spray bottle
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Material special info

Liquid

Applications

Cleaning of surfaces where ArmaFlex is to be installed.

Assembly

To ensure a perfect adhesion all contaminated sufaces, including ArmaFlex, must be cleaned.

Remarks

ArmaFlex SF cleaner to be spayed onto areas that require cleaning and allowed to settle (time depending on the
amount of dirt) before washing off.




TECHNICAL D

. 12 months sealed in original container. Keep container tightly closed in a cool, well ventilated place. Protect from

Storage & shelf life o

frost and do not store below +5 “C.

Clean surfaces and ArmaFlex surface with ArmaFlex Cleaner. Compatibility with bases:
Preparation of e Very good adhesion to metallic sufaces.
surfaces ¢ The adhesive's compatibility with colour coated sufaces needs to be tested.

¢ Incompatible with asphalt, bitumen and red lead (linseed oil-based)

Flash point >100 °C
Explosion limits
Recycling Dispose of waste according to applicable legislation, for more details see the relevant safety data sheets.
Transport classes Non hazardous material as defined by the transport regulations.

ARMAFLEX CLEANER

CLEANER/1.0 Special cleaner for use with ArmaFlex Adhesive




